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Quick Start with your CoolMasterNet

Scan the code and go to the link above to get started with  
CoolMasterNet Quick installation guide.



  L2 – HVAC Line 2

 Q Same HVAC compatibility as L1

  RS485

  Ethernet Port

  GPIOs

  L7 – HVAC Line 7

 Q LG  LG

 Q MH  Mitsubishi Heavy

 Q GR  Gree

 Q MD  Midea

 Q SM  Samsung

 Q TR  Trane / Trane (US)

 Q KT  Kentatsu

 Q CH  Chigo

  L6 – HVAC Line 6

 Q Same HVAC compatibility as L7 *

  L5 – HVAC Line 5

 Q Same HVAC compatibility as L7 *

  L4 – HVAC Line 4

 Q Same HVAC compatibility as L7 *

  USB Device Port

  DIP Switches P, Q, R, S

  LCD Touch Screen

  L8 — HVAC Line 8 (USB Host)
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  L8 – HVAC Line 8 (USB Host)

 Q FJ  Fujitsu

 Q RH  Rheem (US)

 Q GR  Gree (GMV5)

  Power

  Power Plug

  RS232 Port

  L1 – HVAC Line 1

 Q DK  Daikin     

 Q ME  Mitsubishi Electric      

 Q PN  Panasonic

 Q SN  Sanyo

 Q TO  Toshiba

 Q HT  Hitachi (JCI) 

 Q YK  York / York (US)

 Q HA  Haier

Getting to Know your CoolMasterNet


